


Typical Applications (cont‘d.) 
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Adjustable Regulator 


General Description 


The 0LM117HV/LM217HV/LM317HV are adjustable 
3-terminal positive voltage regulators capable of supplying 
in excess of 1.5A over a 1.2V to 57V output range. They 
are exceptionally easy to use and require only two 
external resistors to set the output voltage. Further, both 
line and load regulation are better than standard fixed 
regulators. Also, the LM117HV is packaged in standard 
transistor. packages which. are easily mounted and 
handied. I 


In addition to higher performance than fixed regulators, 
the. LM117HV series offers full overload protection 
available only in IC's. Included on the chip are current 
limit, thermal overload protection and safe area protec- 
tion.. AII overload protection circuitry remains fully 
functional. even if . the adjustment terminal is 
disconnected. , » 


Features Set 
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® Adjustable output down to 1.2V 

DI Guaranteed 1.5A output current 

® Line regulation typically 0.01%/V 

® Load regulation typically 0.1% .C 

® Current limit constant with temperature _. ‘ 
= 100% electrical burn-in di 
w Eliminates the need to stock many voltages ‘| 
= Standard 3-lead transistor package 

= 8OdBripple rejection | 


| Typical Applications a 
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| tOptional—improves transient response. — 
Output capacitors in the range of 1 uF 
to 1000 uF of aluminum or tantalum 
electrolytic are. commonly used. to 






Digitally Selected Outputs_ 
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Voltage Re 


LM117HV/LM217HV/LM317HV 3-Terminal 


Normally, no capacitors are needed unl: 
situated far from the input filter capa 
case an input bypass is needed. An c 
capacitor can be added to improve trar 
The adjustment terminal can be bypas 


* very high ripple rejections ratios whic 


to achieve with standard 3-terminal regul: 


Besides replacing fixed regulators, the 
useful in a wide variety of other applica 
regulator is ‘floating’ and sees only the 
differential voltage, supplies of severa! 
can be regulated as long as the max 
output differential is not exceeded. 


Also, it makes an especially simple adjus 
regulator, a programmable output re: 
connecting a fixed resistor between the 
output, the LM117HV can be used asa p' 
regulator. Supplies with electronic shu 
achieved by clamping the adjustment terr 
which programs the output to 1.2V wt 
draw little current. 


The  LM117HVK' STEEL, LM217HVK 
LM317HVK STEEL are packaged in stan: 
sistor packages while the LM117HVH, L 
LM317HVH are packaged in a solid Ko 
transistor package. The LM117HV is rate 
from —55°C to +150°C, the LM217HV : 
+150°C and the LM317HV from 0°C to + 
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